
MODEL 610MODEL 610
HEAVY DUTY BELTHEAVY DUTY BELT--DRIVEN LIVE ROLLER DRIVEN LIVE ROLLER 

A heavy duty, belt-driven live roller conveyor designed to horizontally move 
large, awkward items and for use where transfers, side loading or temporary 

accumulation is required.  (Maximum 2000 Pound Live Load)

Widths: Up to 36”

Lengths: Up to 100’

Standard Speed:  60 FPM

Standard Motor:  1/2 HP 230/460/3/60 TEFC

Standard Drive: Bottom Mount at Infeed

Standard Belt: 8” wide Black PVC 120

Standard Supports:  30” Top of Roller

Drive Pulley:   8” Dia Crown Face Rubber Lagged x 1-7/16”

Infeed Pulley: 4” Dia Crown Face Take Up x 1-3/16”

Infeed Frame:   22 ½” Deep x 12 Gauge 

Drive Frame: 7-13/16” Deep  x 12 Gauge 

Bearings:  Grease Sealed

Standard Rollers:  2” dia. X 16 ga. X 7/16” hex shaft

1700 Division Street, New London, WI  54961

Phone:  (920) 982-4030; Fax:  (920) 982-6800

Website:  www.nleco.com

BELT WIDTH: 8” 8” 8” 12” 12”

FRAME WIDTH: 12” 18” 24” 30” 36”
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